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To: 
From: 
Sent: 
Subject: 

Way, Steven[way.steven@epa.gov] 
Sorrenson - DNR, Allen 
Wed 4/15/2015 3:58:40 PM 
Re: FW: Red and Bonita- Concrete Testing 

Thanks for this Steve. The break point for 4" x 8" versus 6" x 12" test cylinders is the maximum 
nominal particle size of the coarse aggregate at one-inch. Since the max particle size in our mix 
is one inch, the 4" x 8" cylinders are appropriate; sorry I missed that. I'm also on-board with the 
slump and air entrapment testing. 
Is the sub contractor responsible for arranging for the concrete delivery? Because Type V cement 
is not an off-the-shelf item, it is best to make the arrangements well in advance. The batch plant 
will need to have extra Type V cement on hand in the event any of the batches are rejected, and 
we should have a satellite phone at the site to notify the batch plant immediately if a batch is 
rejected. (I'm guessing that the concrete will be hatched in Durango). 

On Wed, Apr 15,2015 at 7:15AM, Way, Steven wrote: 
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From: Petri, Elliott 
Sent: Tuesday, April 14, 2015 3:52PM 
To: Way, Steven 
Cc: Christner, Jan 
Subject: Red and Bonita- Concrete Testing 
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CONFIDENTIALITY: This email and attachments may contain information which is 
confidential and proprietary. Disclosure or use of any such confidential or 
proprietary information without the written permission of Weston Solutions, Inc. is 
strictly prohibited. If you received this email in error, please notify the sender by 
return e-mail and delete this email from your system. Thank you. 

C. Sorenson 
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